llfll 


TITLE 


DRRWING: 



RADIALL 


3 dB 90* 4 - 8 GHz HYBRID COUPLER 


TECHNICAL 
DATA SHEET 


R 


24.6 
7.55 9 .5. 


\2 Dia 3. 3 
4 SMfl/-f connectors 


FREQUENCY RRNGE 
IMPEDANCE 
NOMINAL COUPLING 
ISOLATION 
AMPLITUDE BALANCE 
PHASE BALANCE 
INSERTION LOSS 
V.S.W.R. 

AVERAGE POWER 
PERK POWER 

CONNECTORS 
MAXIMUM WEIGHT 


General tolerance:! 0.5 mm 


4 - B GHz 
50 Ohms 
3 dB 
19 dB 
± 0.50 dB 
90»± 5* 

0 . 30 dB max . 

1 . 25 max . 

50 W CW at 25* C 
3 kW ( IjjS, \y..) at 25* C 


: SMA -female per MIL C 39012 
: 40 g 


ENVIRONMENTRL CHRRRCTERISTICS : 


OPERATING TEMPERATURE RRNGE 
STORAGE TEMPERATURE RRNGE 


: - 25* C + 70* C 
: - 25*C + 70* C 



PEN 

CRT 





DATE 

NAME 




REVISIONS 


DATE APP. 



RADIALL 101. Ph. Hoffmann - Z.l. West 93116 ROSNY/S/BOIS Cedex France Phone (33) (1) 49 35 35 35 Twx 235220F 
















